Claims 



1) Low Density polystyrene foam composition containing 

5 polytetraf louroethylene particles for nucleation and cell size 

control . 

2) The composition of claim 1, wherein the 

polytetraf louroethylene particles are between 1 and 10 microns 
10 in size. 

3) The composition of claim 1, wherein the 
polytetraf louroethylene particles are added to the product at 
a concentration of between 0.1 and 3.0%. 

4) The composition of claim 1, wherein said composition 
optionally contains a rubber phase. 

5) The composition of claim 1, wherein the said composition 
optionally contains a chemical blowing agent. 

6) The composition of claim 5, wherein the chemical blowing 
consists of a combination of citric acid or citric salt and 
bicarbonate . 

25 

7) A masterbatch composition containing polytetraf louroethylene 
and a carrier resin. 

8) The masterbatch composition of claim 7, wherein the carrier 
30 resin is polystyrene. 

9) The masterbatch composition of claim 7, wherein the 
polytetraf louroethylene consists of DuPont Zonyl MP 1400. 



7 



10) The masterbatch composition of claim 7 , wherein the 
polytetraf louroethylene consists of DuPont Zonyl MP 1600. 

11) The masterbatch composition of claim 7, wherein said 
5 composition optionally contains a rubber phase. 

12) The masterbatch composition of claim 7, wherein said 
composition optionally contains a chemical blowing agent. 

10 13) The masterbatch composition of claim 12, wherein the 

chemical blowing agent consists of a combination of citric 
acid or citric salt and bicarbonate. 

14) The composition of claim one, wherein the composition is 
15 extruded in as sheet and subsequently thermoformed to produce 

useful articles. 
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